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H30E-A3 EVOLUTION ATSC 3.0 Signal Level Meter

IPTV

MULTISCREEN AND 
REMOTE CONTROL

WI-FI AND BLUETOOTH 
CONNECTIVITY

SERVICES AND IPTV READY FOR 
ANALYZER NEXTGEN TV

IPTV

ALL THE FUNCTIONS YOU NEED 

NOW ON YOUR SMARTDEVICE
 

 

 

 

 

 

 

 

 

 

 

 

 5-1000 MHz Bandwidth 

 125 KHz Resolution 

 -15 to 50 dBmV Range Digital 

 -35 to 65 dBmV Range Analog 

 ATSC 3.0, 8VSB, QAM, Analog 

 Bluetooth, Ethernet, Wi-Fi 

 USB 

 400 MB Internal Memory 

 MER & BER Measurements 

 Constellations QAM64 & 256 

 2.8” TFT Display 

 Rechargeable Li Battery 

 Scale 5 & 10 dB/Div 

 Image Display (Unscrambled) 

 Tuning by Frequency or Channel 

 Weighs Only 18 oz 

 

A full features SLM-Spectrum Analyzer that measures ATSC 

3.0 broadcast signals, 8VSB, QAM, Analog NTSC, Wi-Fi, HEVC, 

IPTV and has remote access via Bluetooth, Ethernet and Wi-

Fi. 

With the capability to do multiscreen display, you can access 

it from anywhere to stay on top of your system performance 

and troubleshoot issues that may develop. 

The H30E-A3 is a smart SLM that enables you to connect to it 

via Bluetooth, Ethernet or Wi-Fi to perform remote 

monitoring and control from anywhere. 
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Display 2.8” TFT 400 x 240 full colour

Weight 1.124 lbs

Dimensions 6.9 x 3.9 x 2 in (H x W x D)

Power Supply Input: 100-240V~ 50-60Hz Output: 12VDC, 2A

Battery LiIon smart battery (7.2VDC, 2300mAh)

Operating Time >4 hours

Operating Temperature 23ºF to 104ºF (-5ºC to 45ºC)

Storage Temperature -4ºF to 158ºF (-20ºC to 70ºC)

Humidity 5% to 95% non-condensing

Ruggedness Survives 1 m (3 ft) drop to concrete on all sides

Communication Interfaces

USB 2.0 to download Datalogs and software 

updates

Storage 400 MB (internal) for measurements

Power up time < 10 seconds

Frequency

Range 5-1002 MHz (depending on the function))

Resolution 125 kHz

Tuning Frequency or channel

Span 5, 10, 20, 50, 100, 200, 500 and Full span

Scale 5 and 10 dB/div

Hold mode 

Reference level                                

(automatic and manual) 

Frequency Range 42-1000 MHz

MPEG Image Option

Power -15 - 50dBmV (45-110dBμV)

Option -35 - 60dBmV (25-120dBμV)

MER Up to 38dB

LDPCBER 1.0E-2 - 1.0E-6

BCHBER 1.0E-3 - 1.0E-8

C/N Up to 40dB

Constellation 

Echoes 

Mechanical Specifications

Spectrum Analyzer

ATSC 3.0 Digital Measurements [Modulation OFDM]

H30E-A3 EVOLUTION ATSC 3.0 Signal Level Meter
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Frequency Range 42-1002MHz

MPEG image 

Power -15 - 50dBmV (45-110dBμV)

Option -35 - 60dBmV (25-120dBμV)

MER Up to 38dB

LDPCBER 1.0E-2 - 1.0E-6

BCHBER 1.0E-3 - 1.0E-8

C/N Up to 40dB

Constellation 

Echoes 

Frequency Range 42-1002MHz

MPEG image 

Power -15 - 50dBmV (45-110dBμV

Option -35 - 60dBmV (25-120dBμV) 

MER Up to 38dB

PreBER 9.9E-2 - 1.0E-6

PostBER 1.0E-3 - 1.0E-8

Constellation 

MPEG image 

Power -15 - 50dBmV (45-110dBμV

Option -35 - 60dBmV (25-120dBμV)

Pre-BER and Post-VER 1.0E-3 - 1.0E-8

MER Up to 38dB

C/N Up to 40dB

Constellation 

Wi-Fi 

IPTV Analyzer 

HEVC video display 

Terrestrial plans CCIR, FCC STD, FCC

User plans 

Units dBμV, dBmV, dBm

Learning Plan 

Measurements and functions

ATSC 1.0 Digital Measurements [Modulation 8VSB]

ATSC 1.0 Digital Measurements [Modulation 8VSB]

Digital Measurements QAM [Modulations 64QAM and 256QAM]

H30E-A3 EVOLUTION ATSC 3.0 Signal Level Meter

Ordering Information 
593585 ATSC 3.0
593235 Increased Dynamic Range  -35 to +60 dBmV
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